
THE DIGITAL LAYOUT MEASURING
AND MARKING TOOL

With BeamAce you can easily measure and mark the layout for drilling, notches and parts to be 
welded on a beam or profile. BeamAce makes the layout measuring and marking process 
significantly faster, easier and more accurate than the traditional method, allowing annual 

savings of up to tens of thousands of euros in manufacturing costs.
BeamAce is easy and simple to use without long training or large initial investments.

Faster

More accurate

More efficient

Easy-to-use

Less measuring errors

Significant savings

Scan QR code to enter the website

READ MORE AND WATCH 
THE VIDEO OF OPERATING 
PRINCIPLE OF BEAMACE.

WWW.ROCKROTH.COM/BEAMACE



Product Sheet

The BeamAce tool set includes:
• BeamAce unit
• Transport/storage tool case
• Desktop dock
• Charger
• TS300 Steel structure square ruler
• Calibration certificate
• The set of user-replaceable wear parts (Brushes, wipers, screen protectors)

Warranty:
• 5-year Rockroth Warranty

Suitable for:

• Suitable width 80mm - 300mm
• Suitable length 0.5m - Unlimited

To determine the suitability of other profiles, please contact our product support.

Measurement accuracy:
• In the width direction +-1mm
• Lengthwise +-1mm up to 12M

The measuring accuracy of the length direction can be slightly affected if there is a lot of loose dirt or 
rust on the surface of the beam.

Measurement resolution:
0.5mm or 1.0mm resolution can be selected in the settings.

Battery life:
Up to 30 hours depending on screen brightness settings.

Weight and Dimensions:
• 12 kg (approx.)
• Width: 514 mm, Length: 421 mm, Height: 345 mm.
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